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Installation Instructions for Adapter Flange Kit
Bobrick No. 3706-176

For use with Bobrick ADA-Compliant Push-Button Operated Napkin Tampon Recessed Vendors
Model numbers B-3706 ClassicSeries®; B-37063, B-370634 TrimLineSeries™; B-4706, B-47064 ConturaSeries®
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Adapter Flange, Bobrick Part No. 3706-176 allows for recessing Bobrick ADA-Compliant Push-Button Operated Napkin 
Tampon Recessed Vendors including B-3706 ClassicSeries, B-37063 and B-370634 TrimLineSeries, or B-4706 and 
B-47064 ConturaSeries into preexisting wall openings with larger dimensions. The rough wall opening for the new ADA-
Compliant Push-Button Operated Napkin Tampon Vendors is 12-1/2" wide x 26-3/8" high (320 x 670mm).

A. Former Vendor: B-3500 Rough Wall Opening, 15-1/8" W x 25-1/2" H   
 (385 x 650mm) (see Fig. A)
 To install B-3706 ClassicSeries into a preexisting opening for the former B-3500:
  1) Increase wall opening height to 26-3/8" (670mm) (see Fig. A).
  2) Center 3706-176 Adapter Flange within new wall opening.
  3) Insert Flange (furnished with B-3706 Vendor) and shim on both sides as to not   
    bend the return fl ange.
  4) Secure Vendor Flange through countersunk holes on sides.
  5) Mount vendor through fl ange opening and secure through top and bottom.

 To install B-37063 Recessed TrimLineSeries or B-4706 ConturaSeries into a   
 preexisting opening for the former B-3500:
  1) Increase wall opening height to 26-3/8" (670mm).
  2) Slide 3706-176 Adapter Flange over cabinet.
  3) Mount vendor centered in rough wall opening.

 To install B-370634 Semi-Recessed TrimLineSeries or B-47064 Semi-Recessed   
 ConturaSeries into a preexisting opening for the former B-3500:
  1) Increase wall opening height to 26-3/8" (670mm).
  2) Slide Stainless Steel Skirt over cabinet.
  3) Slide 3706-176 Adapter Flange over cabinet behind the skirt.
  4) Mount vendor centered in rough wall opening.

B. Former Vendor: B-43500 Rough Wall Opening, 15-3/4" W x 26-1/4" H
 (400 x 650mm) (see Fig. B)
 To install B-3706 ClassicSeries into a preexisting opening for the former B-43500: 
  1) Center 3706-176 Adapter Flange within existing wall opening.
  2) Insert Flange (furnished with B-3706 Vendor) and shim on both sides as to not   
    bend the return fl ange.
  3) Secure Vendor Flange through countersunk holes on sides.
  4) Mount vendor through fl ange opening and secure through top and bottom.

 To install B-37063 Recessed TrimLineSeries or B-4706 ConturaSeries into a   
 preexisting opening for the former B-43500:
  1) Slide 3706-176 Adapter Flange over cabinet.
  2) Mount vendor centered in rough wall opening.

 To install B-370634 Semi-Recessed TrimLineSeries or B-47064 Semi-Recessed   
 ConturaSeries into a preexisting opening for the B-43500:
  1) Slide Stainless Steel Skirt over cabinet.
  2) Slide 3706-176 Adapter Flange over cabinet behind the skirt.
  3) Mount vendor centered in rough wall opening.

* RWO = Rough Wall Opening


