
Technical Specification: 
 
Capacity: 
4900mAh / 37Wh 

 
Maximum Voltage: 
8.4V DC 

 
Nominal Voltage: 
7.4V DC 

 
Compatible JVC Cameras           
(as of June 2013): 
GY-HM600, GY-HM650, GY-HMQ10. 
GY-HMQ30 
 
Compatible Chargers: 
LC-2J  
Can be charged in camera 
 
Dimensions: 
70.4(W) x 43(H) x 47(D) mm 
2.77(W) x 1.69(H) x 1.85(D) inch 
 
Weight: 
225g / 0.49lbs approx. 
 
 

SSL-JVC50 
Li-ion Battery for JVC Cameras 

IDX System Technology, Inc. 
19001 Harborgate Way, Suite 105 
Torrance, Ca 90501 
U.S.A. 
Telephone: (310) 328-2850 
Fax: (310) 328-8202 
 
For further information email: idx.usa@idx.tv or visit our website www.idxtek.com 
IDX reserves the right to change the specifications contained herein without notice.           

The SSL-JVC50 was specifically developed for 
select JVC camcorders. This 7.4V Li-ion battery 
employs secured communication technology 
and communicates with specific JVC camcor-
ders. 

SSL-JVC50 Features: 
 
• High capacity 4900mAh / 37W battery 

provides up to  
 
• Manufactured specifically for JVC        

GY-HM600, GY-HM650, GY-HMQ10, and 
GY-HMQ30 

 
• Secured communication enables the cam-

eras to accurately read remaining battery 
capacity in the camera viewfinder 

 

• Built-in protection for over-charge, over-
discharge, and over-current 

 

 
 


