
G83-6104/G83-6105

Models may vary from the image shown

Reliable standard keyboard, tried-and-tested a million
times over

The CHERRY G83-6000 is the reliable standard keyboard,
tried-and-tested a million times over – with soft operation of
the keys and completely recyclable.

Key benefits
• Compact, corded standard keyboard
• Easy to clean keys with scratch-resistant inscriptions
• NTK technology for pleasantly soft operation of the keys
• Uniform switching characteristics (elastomer keys with
  membrane contact switches)
• 20 million operations for each key
• Can be recycled
• USB or PS/2 connection

Technical Data:
Layout (country or language):
Product dependant, see table "Models"
Housing colour:
Product dependant, see table "Models"
Key colour:
Product dependant, see table "Models"
Weight (product):
662 g
Total weight (with packaging):
810 g
Cable Length:
approx. 1.75 m
Storage Temperature:
-20°C to 60°C
Operating Temperature:
0°C to 50°C
Current Consumption:
typ. 16 mA

Interface:
Product dependant, see table "Models"
Product approvals:
• cURus
• VDE GS
• c-tick
• CE
• FCC
System requirements:
Product dependant, see table "Models"
Delivery Volume:
• G83-6104/G83-6105
• Printed instructions
Dimensions (product):
approx. 458 x 170 x 42 mm
Packaging dimensions:
approx. 493 x 210 x 47 mm
Keyboard:
• Key technology: NTK
• Service life, standard key: > 20 million key operations
• Operation characteristics: Soft pressure point
• Inscription technology: Laser
• Inscription layout: Standard
• Number of Keys: Product dependant, see table "Models"
Packaging Unit:
• Number of products in the master package: 65
• Number of master packages per pallet: 2
Warranty:
2 years

Errors, technical changes and delivery possibilities excepted.
Technical information refers only to the specifications of the
products. Features may differ from the information provided.
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Authorised Australian Distributor: 
Goodson Imports Pty Ltd 
142 Wicks Road  
North Ryde NSW 2113 
Offices in all main States and New Zealand 
Ph: 02-8875 4544  Fax 02-8875 4588 
www.goodson.com.au


