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Introducing the Cardinal absolute rated Deep Pleat Liquid Filter Cartridge for bag
housings in filtration ranges from 1 to 40 microns with 99%|removal efficiency.

The unique design of our deep pleated bag-sized
cartridge provides up to 35 ft? filtration surface area
#2 standard bag/strainer baskets and extended lif
HRDP Series Deep Pleat Liquid Filter Cartridge
overall cost of filtration by reducing chan utcycles maximizing your on-stream
service life. Our multi-layered highly‘efficient pleated filtration media design provides
both a graded density and high dirt holding capacity.

en installed in most #1 and
orizontal filter housings. The
il'save time and potentially reduce

The inside-to-out flow HRDP cartridge is designed to fit into existing baskets and
includes a captured O-ring seal without housing modifications.

Available in Polyester (PE) or Polypropylene (PO) Media based on required process
meets chemical compatibility.

Max Flow — 30 gpm
Max Differential Pressure — 25 psid
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Up to 35 Square Feet of Surface Media Dirt Holding Capacity
Standard SC or BC cap style with bail handle.

X100 Replacement end
cap without bail handle.

Micron

12lbs.

10Ibs.

8lbs.

6lbs.

4lbs.

2lbs.

Dirt Holding Capacity (Ibs.)
Water & Fine Dust Test @ 30 GPM

0

Micron Rating @ 99% Efficiency

Ordering Information

Code Code  Description Code Description Code Description Code Description
HRDP 1 1 Micron PE Polyester 26 SC Small Cap 6-5/8” D B Buna N
Temp Rating 275 deg F
3 5 Microns BC Big Cap 7-1/8” D E EPDM
. PO Polyproplene e
5 10 Microns Temp Rating 160 deg F [P F100 Replacement \ Viton
7 20 Microns GF Glass Microfiber Viton® is a registered

trademark of E.I. DuPont

9 40 Micron de Nemours & Co., Inc.
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