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PVC & CPVC SCHEDULE 80 FITTINGS, UNIONS, 
TANK ADAPTERS, EXPANSION JOINTS & SADDLES 

REDUCER BUSHING
Flush Style
Spigot x Socket

L 

PIPE
O.D.

N

Part Number
Size L N

Approx. Wt. (Lbs.)
PVC CPVC PVC CPVC

837-249 837-249C 2x1 1-29/32 13/16 .26 .28

837-250 837-250C 2x1-1/4 1-11/16 7/16 .20 .23

837-251 837-251C 2x1-1/2 1-3/4 11/32 .15 .16

837-2871 --- 2-1/2X1/2 2-1/2 1-1/2 .54 ---

837-2881 --- 2-1/2x3/4 2-17/32 1-15/32 .55 ---

837-289 837-289C 2-1/2x1 2-1/32 29/32 .37 .39

837-290 837-290C 2-1/2x1-1/4 2-5/32 13/32 .43 .41

837-291 837-291C 2-1/2x1-1/2 2-5/32 3/4 .37 .40

837-292 837-292C 2-1/2x2 2-1/16 17/32 .23 .30

837-3341 837-334C1 3x3/4 2-9/16 1-17/32 .69 .74

837-335 837-335C 3x1 2-9/32 1-1/8 .69 .70

837-336 837-336C 3x1-1/4 2-1/4 1 .63 .70

837-337 837-337C 3x1-1/2 2-9/32 7/8 .59 .67

837-338 837-338C 3x2 2-7/32 23/32 .47 .64

837-339 837-339C 3x2-1/2 2-7/32 7/16 .37 .42

837-4171 --- 4x1 3-1/16 1-1/8 1.31 ---

837-4181 837-418C1 4x1-1/4 3-9/16 1-11/16 1.33 1.38

837-4191 --- 4x1-1/2 4-7/8 3-7/16 1.23 ---

837-420 837-420C 4x2 2-21/32 1-1/8 1.01 1.13

837-421 --- 4x2-1/2 2-17/32 25/32 1.00 ---

837-422 837-422C 4x3 2-9/16 11/16 .84 .86

837-490 837-490C 5x4 2-31/32 23/32 1.29 ---

837-490F 837-490CF 5x4 3 3/4 1.41 1.50

837-5241 --- 6x3/4 4-1/2 3-1/2 3.45 ---

837-5261 --- 6x1-1/4 4-7/16 2-3/4 3.22 ---

837-528 837-528C 6x2 3-17/32 2-1/32 2.83 3.00

837-530 837-530C 6x3 3-17/32 2-1/8 2.84 3.05

837-532 837-532C 6x4 3-9/16 1-1/4 2.71 2.95

837-533F 837-533CF 6x5 3 3/8 1.76 1.94

837-534 --- 6x5 3-1/2 7/8 1.93 ---

837-5781 837-578C1 8x2 4-15/16 3-3/8 8.64 8.99

837-5801 837-580C1 8x3 5-1/8 3-1/4 8.68 8.81
1 Outlet sized with bushing


