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Colosseum

Part No:
MA841.A.BI.002

Description:

Colosseum MA841 2islG/AGMIMO PermanentMount Antenna

Features:

2* 5G/AGMIMO 600~6000/Hz

ScrewMount [Permanent Mount]
Worldwide5G/4G Bands

IP67RatedEnclosure

Dimensiors: Diameter: 94.3mm, Height: 57.4 mm
1m RG316 with SMA(M) connectors as standard
Custom Cables and Connectors Available
RoH Reach @mpliant
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Introduction

The Colosseum MA841 antenna is a low profile, héatyy fully IP67 waterproof external M2M antenna for
use in worldwide telematics applications which require best in 8G&4$ L TEMIMO performance.

This unique product, onk7.4mm height, delivers posvful worldwide5G/AG MIMO antenna technology
from 600 to 6000MHzso it provides coverage to all bands within that specttommaintain a stable
connection over the lifetime of your system.

Typical applications

- Remote Asset and Pipeline Monitoring

- Digital Signage

- HD Video over LTE

- First Responder and Emergency Services

- Automotive Vehicle Tracking and Telematics

5G/AG applications demand high speed data uplink and downlink. High efficiency and high gain MIMO
antennas are necessary to achieve the required signal to noise ratio and throughput required to solve these
challenges. Taoglas also takes care to have higiiosobetween the two MIMO antennas to prevent self
interference. Low loss cables are used to keep efficiency high over long cable lengths. In contrast, smaller
MIMO antennas with poorer quality thinner cables will have much reduced efficiency andrisolaich

would lead to a large drop in system throughputliamps andmay indeed not make a system connection at

all.

Cable length and connector types are customizable. Contact your regional Tasglaser support team
for installation instructions or furthesupport.
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Specifications

9t SOUNRKOI ¢

Hficiency Average Gair Peak Gain

Band Frequency MHz ) Impedance VSWR Polarization
e (%) (@B) (dB) 2
SN EE - LTE 1 27 5.8 0.59
Band 71 LTE 2 20 2.4 1.48
LTE 1 37 4.3 2.70
4
3G 698~806
Band 12,13,14,17,28,2 LTE 2 . o D
LTE 1 36 -4.4 2.13
4G/3GNB-loT/Cat M
_ 824~960
Band 5,8,18,19,20,26,% [ 0 e a0
SGNRIAG LTE 1 30 5.4 1.66
1427-1518
Band21,32,74,75,76 LTE 2 26 5.9 2.02
50m <3 Linear
4G/3G LTE 1 47 3.6 4.88
Band 1710~2200
1,2,3,4,9,23,25,35,39,6 LTE 2 39 41 4.88
LTE 1 46 3.4 6.77
4
GI36 2300~2690
Band 730,384041 LTE 2 46 33 6.74
EGNRMG 3004200 LTE 1 44 3.6 5.33
Band 22,42,48,77,789 f—_ . aa e
LTE5200/ LTE 1 36 -4.4 3.95
- 5150~925
Wi-Fi 5800 LTE 2 27 57 371

*Testedwith 300mm Cable
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aSOKI yAOL ¢
Dimensions Diameter:94.3mm, Height: 57.4nm
Casing ASA
Base and thread Zinc Alloy
Weight 2509
Ingress Protection Rating IP69K
Recommende.d Troque for 57N m
Mounting
Cable 0.3m RG316standard, fully customizable
Connectors SMA(M) standard, fully customizable
Y BANRYYSyhl f
Operation Temperature -40°C to 85°C
Storage Temperature -40°C to 85°C
Humidity Nornrcondensing 65°C 95% RH
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Uplink
UL: 1920 to 1980
UL: 1850 to 1910
UL: 1710 to 1785
UL: 1710 to 1755
UL: 824 to 849
UL: 2500 to 2570
UL:880 to 915
UL: 1749.9t0 1784.9
UL: 1427.9 to 1447.9
UL: 699 to 716
UL: 777 to 787
UL: 788 to 798
UL: 704 to 716
UL: 815 to 830
UL: 830 to 845
UL: 832 to 862
UL: 1447.9 to 1462.9
UL: 3410 to 3490
UL:2000 to 2020
UL:1625.5 to 1660.5
UL: 1850 to 1915
UL: 814 to 849
UL: 807 to 824
UL: 703 to 748
UL:-
UL:2305 to 2315
UL: 452.5 to 457.5
UL:-

UL: 1714780

698716

DL:
DL:
DL:
DL:
DL:

Downlink
2110to 2170
1930 to 1990
1805 to 1880
2110 to 2155
869 to 894

DL:2620 to 2690

DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:
DL:

925 to 960
1844.9 to 1879.9
1475.9 to 1495.9
729 to 746

746 to 756

758 to 768

734 1o 746

860 to 875

875 to 890

791 to 821
1495.9 t0 1510.9
3510 to 3590
2180 to 2200
1525 to 1559
1930 to 1995
859 to 894

852 to 869

758 to 803

717 to 728

2350 to 2360
462.5 to 467.5
14521496

1850 to 1910
2570 to 2620
1880 to 1920
2300 to 2400
2496 to 2690
3400 to 3600
3600 to 3800
3550 ta3700

DL:

2112200

617 to 698
1427 to 1518
3300 to 3800
4400 to 5000

728746
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Radiation Patterns
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Mechanical DrawingUnits:
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Installation Guide

b

Recommended torque for mounting: 5  -7Nm

(Torque value obtained with antenna mounted on 1mm thick SUS -316 bracket)
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Packaging
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