
TREE PLANTING GUIDE

STEP BY STEP INSTALLATION

• “Right tree right place” – consider overall height and width at 
maturity for correct tree selection. 

• No over digging - Dig the hole deep enough for root flare to be 
even with finished grade.

• Bottom of root ball should rest on existing or recompacted soil.

• Complete root shaving, removing 1/2-1” from outer surface of 
root ball.

• Backfill with native soil.

• Settle with irrigation.  

• Create soil berm 4” high around root ball. Start on outside of 
original root ball.

• Irrigate root ball. Fill water well 3 times.

• Apply 4” layer of mulch. No more than 1” on top of root ball.

Original artwork can be found at Urban Tree Foundation here: 
www.t.ly/IPG3A

Root ball modified as 
required (root shaving).

Prior to mulching, lightly 
tamp soil around the root 
ball in 6” lifts to brace tree. 
Do not over compact. When 
the planting hole has been 
backfilled, pour water around 
the root ball to settle the soil. 4” layer of mulch. No more than 1” of mulch on top of root ball.

Root flare shall be flush 
with finished grade.

Finished grade.

Modified soil. Depth varies.

Existing soil.
Bottom of root ball 
rests on existing or 

recompacted soil.
SECTION VIEW

Soil berm 4” high above 
root ball surface shall be 

constructed around the root 
ball. Berm shall begin at 

root ball periphery.

https://www.urbantree.org/details_planting.shtml


 
 

GUIA PARA LA PLANTACION DE ARBOLES

INSTALACIÓN PASO A PASO

• “Árbol adecuado, lugar adecuado”: tenga en cuenta la altura total 
y la anchura en la madurez para seleccionar el árbol correcto.

• No Excave en exceso: excave el hoyo lo suficiente para que el 
diámetro de las raíces esté al mismo nivel que el suelo.

• La parte inferior del cepellón debe descansar sobre el suelo 
existente o recompactado.

• Completar el rasurado de las raíces, eliminando 1/2-1” de la 
superficie exterior del cepellón.

• Rellene con tierra autóctona.

• Asentar con irrigación.

• Cree una berma de tierra de 4” de altura alrededor del cepellón. 
Empezar por el exterior del cepellón original.

• Regar el cepellón. Llenar el pozo de agua 3 veces.

• Aplique una capa de mantillo de 4”. No más de 1” por encima del 
cepellón.

La obra de arte original puede encontrarse en Urban Tree Foundation 
aquí: www.t.ly/IPG3A

Cepellón modificado 
según las necesidades 

(rasurado de raíces). Antes de colocar el mantillo, 
apisone ligeramente la tierra 
alrededor del cepellón en niveles 
de 6” para sujetar el árbol. No 
lo compacte en exceso. Una vez 
rellenado el hoyo de plantación, 
vierta agua alrededor del 
cepellón para asentar la tierra. Capa de mantillo de 4”. No más de 1” de mantillo sobre el cepellón.

Grado final.

Suelo modificado. La profundidad varía.

Suelo existente.
La parte inferior del cepellón 

descansa sobre el suelo 
existente o recompactado.

Alrededor del cepellón se 
construirá una berma de 4” de 

altura sobre la superficie del 
cepellón. La berma comenzará 

en la periferia del cepellón.

VISTA DE LA SECCIÓN

El abocinamiento de la raíz deberá  
estar a ras del nivel de acabado.

https://www.urbantree.org/details_planting.shtml

