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A\ WARNING

This product can expose you to
lead which is known to the state of
California to cause cancer and birth
defects or other reproductive harm.
For more information go to www.
P65warnings.ca.gov.
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1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY
Access and Egress Hardware Group, Inc. is prohibited.

FM345 06/24

A\ WARNING

Attention Installer: Improper
installation may result in damage
to the product and void the factory
warranty.

Experience a safer
and more open world



CL3100 Series Corbin7m’

Russwin
Grade 1 Key-In-Lever VR Lever Lock . uss

Installation Instructions ASSA ABLOY

TOC Table of Contents

1 Standard Installation ...........ooiuiiiiiiiiiii ittt it 3
a Install Latchbolt, Lockbody and Inside Trim........oiiiiieiii it iiiiieieeennnn 3

2 Door and Frame Preparation ..........ciuiiiieiieieeeneeeeeneenrenseneenseesaeansonss 4
= T 1V 107 0.1 o T 4

o T T 1 00T R 4

C Install Strike. .. ... ..ot i i ittt iia et eaetiaetisaaaaanas 4

3 Lock Disassembly. . .......cciuiniiiiiiiiiii ittt ittt eeeteneetaeananeaeanaaaas 5
4 LatchInstallation . ... ...ooiiiiii ittt ittt it eeeeeneeneanenneneeneanaanns 5
5 Driver Tip AlIGNmMENnt. . . ...ttt ittt iieteeeeeeneesensensansensessnsonsonns 5
6 Sleeve INstallation .. .....ouieitieiii ittt e e e eeeaeeneneneeenananaeananns 6
7 Cam OFeNEAtION. ..ttt ittt ettt et eeeeeeaneeeeneeeeeneenceneaneanseneasensensansans 7
8 Rose INsStallation. . ........cciuiniiinii ittt eeeeeeneeeaeaneneaeanancanananenns 7
9 Lever Installation . ... .....oouinininiiiiii ittt ieiteteeaeeeaeaeararsnsnsasnsnsnnns 8
10 CL3152 Classroom Intruder OperationCheck..........cociiiiiiiiiiiiii i, 9
11 Cylinder Removal (Conventional).........cooiiiiiiuiiiiiiiiniiiiiiiiiiiiiirnenennnnenes 9
12 CL3120 Outside Lever RemMOVal. . ....c.vnetiniiininieenreeireneneneneneeeeenaeannnns 9
13 IC Cylinder and Levers - Installation [Removal .............ccciiiiiiiiiiiiiiiinnaa.. 10-11
A ReMOVEICCOre . .oiiiiiiiiiiiiiiiettitieiinnaeeeeoeeseennnseesosesnnnsssssconnns 10

D ReMOVEICCOrELEVET. ..ttt ittt eeeeteeeeeeaeaeaeaeasasasasasasnsnsnnnns 10

C INStall ICCOre LeVEr. ...ttt it eei et eeeeeneeaneaaneasnsanesanesansannsannnans 10

(o N 3 T =T [ e T - 1

14 Installation: CL3100 Lever Lock with High Security Lever (M111).........cceviuen.... 12-13
A Assemble LockBody .....c.viineiiiiiiiiii ittt ittt ee e araaaaaas 12

b  Install Security Attachment SCreW .. .....vuieieiiiiiii ittt ii e e e tarereennnnnns 12

Lo 1 I I 12

(o I LY 1 1oV @ 3 e =T 13

15 Dummy Trim Installation. . ......coiiii ittt iie it ieeeeeeeeneeneansanenns 13
CL3150/70 Half[Full Dummy Trim C,Eand KRoSe .......ccviuiiiiiiiiiiiiinnnnnnnnnn. 13
CL3150/70 Half[Full DUMMY D ROSE. . ..o vteeeeeeeeeeneeanennneenneanesancaancannnns 14

Attention Installer

Please read these instructions carefully to prevent missing important steps.

Notes:

e Improper installation may result in damage to lock and void factrory warranty.

e Other product brand names may be trademarks or registered trademarks of their respective
owners and are mentioned for reference only.

For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com .
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“ Standard Installation

- Install Latchbolt, Lockbody and Inside Trim

Important:

The accuracy of door preparation is critical for proper functioning and security of lever handle lock. Misalignment can cause

premature wear and lessening of security.
@ sy cLioe <
$ ASSAABLOY T78F638

CL3100 Wrench

—

Rose Installation Tool 6 Lobe Security
(RIT) Wrench

Description
1 Bearing SA 1 7
2 Latch SA 1
3 Aligning Pin 1 \
4 Screw Packet 1
5 Inside Sleeve SA 1 @{
6 Outside Sleeve SA 1 D )
7 Collar, Sleeve SA 1 @
8 Plate, Rose Support 2 @
9 Collar, Rose Support Plate 2
10 Rose 2 TEST OPERATION:
1 Cylinder 1 Rotate levers to be sure
12 Outside Lever ] latchbolt moves freely.
- DO NOT FORCE.
13 Inside Lever 1 If lockset does not op-
14 6 Lobe Security Set Screw 2 erate properly, remove
1/4-28x11/64 lockset from door and

check door preparation

For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com
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2 Door and Frame Preparation
beveled door

- Mark Door T\

o Fold door marker (FM347) on the door and markthe 38" 1
hole centers. l ¢
Bore 2- 1/8" hole. \

. " Finished
Bore 1" hole. ﬂ':(')sr € High edge of

beveled door

Drill Door ,
- ~ | 8

e Cutrectangle front recess. </
NN

214 i Y
l

5/32” Deep

\ }‘/ Recess
/< Desired Backset

A)

- Install Strike

e Mark recess for latch bolt.

¢ Mark outline of striker.

e Cutrecess for latch bolt.

o Install strike; secure with two (2) screws.

Important:

Dead locking plunger stops on strike when door )
is closed. < Centerline of

front strike

Dead locking
Strike plunger
For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com .
Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights EXpe rrencea Safe r
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY
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Lock Disassembly

1. Unthread and remove INSIDE collar and sleeve.
2. Unthread and remove OUTSIDE collar and sleeve
Note:

Push aligning pin out of the way of outside collar.
3. Remove aligning pin from bearing assembly.

4. Seperate latch from bearing assembly

n Latch Installation

Hold door open with door stop.
5. Insert bearing assembly.
6. Insert latch assembly.

7. Insertaligning pin from secure side (outside) of
door.

8. Install latch plate screws. Do not tighten
completely until lock installation is finished.

H Driver Tip Alignment

IMPORTANT:

Sleeves with colored driver tips require that
the slotted cam be rotated, allowing the
spring loaded spline adapter to move freely
in and out of the outside sleeve.

Driver tips with red markings must match up before
assembling lock. Test to ensure that spline adapter
can move freely.

Note:

Some driver tips have two (2) color markings for
function identification. See chart on the following

page.

For installation assistance contact Corbin Russwin
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights

Corbin7m’
Russwin

ASSA ABLOY'

Inside

std core spline adapter
is locked

NS

slotted cam

sleeve

colored
driver tips

spline adapter can

move freely H

NS
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Function Specific Instructions - Sleeve Installation

For functions not shown, proceed to step 6, sleeve installation.

See Specific Instructions Per Function. Identity Function On Box. (Example: CL3151)

Driver Function Function
Outside Sleeve Tip Number Description Inside Sleeve
Color
Align driver tips matching the
painted sections
NONE CL3132 Utility/ Institutional | (Page 5 step 5)and orient cam to
depress lever
Align driver tips and orient catch button (page 7 step 7).
the cam as illustrated RED CL3157 Storeroom/ Close
on page 5_step 5.Spline Exits| Public Toilets/
adapter will move freely. RED CL3172 Apartment
RED CL3151 Entrance/Office
RED CL3161 Entrance/ Office
RED CL3193 Service Station
RED and Privacy/ Bedroom| Sleeve Installation (page 6 step 6)
BLUE CL3120 Bathroom
Align driver tips (page 5
step 5). Spline adapter will RED and
move freely. GREEN CL3152 Classroom Intruder
RED and
GREEN CL3175 Corridor| Dormitory
Lock
n Sleeve Installation Inside

1.

For installation assistance contact Corbin Russwin

face door edge.

wrench.

wrench.

1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY

Access and Egress Hardware Group, Inc. is prohibited.

With driver tips aligned, insert outside sleeve first. Dimple must
Thread outside collar by hand. Tighten to bearing assembly with

Insert inside sleeve. Dimple must face door edge.
Thread inside collar by hand. Tighten to bearing assembly with

Outside

FM345 06/24
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Cam Orientation

1. Locklever by button, if applicable.
2. Turn slotted cam until lever catch button can be deprssed.

Slotted cam orientation: Slotted cam orientation:
Standard cylinder IC cylinder

Lever catch slot

Lever catch : ‘ ~€— Lever catch
button ] - button
Tailpiece slot Tailpiece slot

n Rose Installation

D Rose

1. Orient cam and depress lever catch button (see cam orientation diagram page 7 step 7). The lever catch button will slide
into the lever catch slot in the cam. Use the rose installation tool (RIT) to retain the lever catch button - see below for RIT
instructions (for D rose installation only). Lock lever by button, if applicable.

Install rose support plate. Note the flange orientation and door prep.

Install rose support plate collar and tighten with CL3100 wrench.

4. Install rose onto support plate.

wN

C,Eand K Rose
2A. Install C, E or K rose.
Note the flange and

bearing operation.

3A. Install rosette and tighten
with the CL3100 wrench.

CAUTION

If excessive wrench torque
is required, stop and check

for cross-threading.

1 lever catch button

3 tighten rose
support plate

_«— A.depress lever
catch button

support 1 rose
plate installation
tool
’ 8. capture lever D rose installation AN
catch button
Outside
FM345 06/24

For installation assistance contact Corbin Russwin
1-800-543-3658 « techsupport.corbinrusswin@assaabloy.com E . f
Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights Xpe rence a sarer
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY

Access and Egress Hardware Group, Inc. is prohibited. 7 and more Open World



CL3100 Series

Grade 1 Key-In-Lever VR Lever Lock

Installation Instructions

Corbin7m’
usswin

ASSA ABLOY'

Function Specific Directions - Lever Installation

For functions not shown, proceed to step 9, Lever Installation.

. Function Function Outside
Inside Sleeve o
Number Description Sleeve
Lock lever by button CL3120 Privacy/Bedroom/ Rotate cam with emergency key until
Bathroom lever catch button can be depressed.
CL3161 Entry/Office
L3151 Entrance/Office Rotate cam until lever catch button
CL3193 Service Station can be depressed.
CL3157 Storeroom/Closet
Align tailpiece and tailpiece slot in cam. Align tailpiece and tailpiece slot in cam.
Rotate key 45° CW until lever catch (13132 Utility/Institutional Rotate key 45° CW until lever catch
button can be depressed. Install lever. button can be depressed. Install lever.
Exits/Public Toilets/ Rotate cam until lever catch button
Rotate cam CCW until it stops. CL3172 Apartment can be depressed.
Rotate cam CCW until it stops. Then
rotate back 45° until lever catch button (L3162 Communicating
can be depressed.
Rotate cam CCW until it stops. CL3152 Classroom Intruder Rotate cam COCW ‘H"t" it stops. Then
rotate back 45° until lever catch button
CL3155 Classroom can be depressed.
CL3175 Corridor/Dormitory Lock
n Lever Installation
1. For conventional cylinder, place cylinder into lever. Insert Inside

key and turn 45° CLOCKWISE to align cylinder tailpiece
with cylinder tailpiece slot in cam (cam orientation - page %

TstepT7).

Note:

6-pin standard cylinder requires a spacer

for cylinder to seat properly in the lever.

For IC cylinder/lever removal and installation,
see page 10 step 13.

Install outside lever. Push on lever until lever engages.
Secure with 6 lobe security set screw until tight.

Install inside lever.

Secure with 6 lobe security set screw until tight.
Complete tightening of two (2) latch bolt screws.
Check Operation of levers and latch bolt before closing door.

TEST OPERATION:
Rotate levers to see that latchbolt moves

freely. DO NOT FORCE. If lockset does not
operate properly, remove lockset from
door and check door preparation.

For installation assistance contact Corbin Russwin

1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY
Access and Egress Hardware Group, Inc. is prohibited.
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m CL3152 Classroom Intruder Operation Check

Note:

When inside key locks outside lever, outside key retracts the
latchbolt but cannot unlock the outside lever. Outside key must be
rotated back completely clockwise before removing the key.

Inside lever is marked with “LOCK”
and direction arrow to
indicate locking direction. Outside:

Rotate key counter clockwise
to lock. Rotate key clockwise

to unlock

1
@
e

S
)

il
[

Inside:
Rotate key clockwise to lock.
Rotate key counter clockwise
to unlock.

n Cylinder Removal (Conventional)

1. Remove 6 lobe security set screw.

2. Insert key and rotate 45° clockwise to release lever
latch.

3. Depress lever catch and remove lever.

Note:
Interchange core cylinders do not require removing
the lever to remove (page 11 step 13D).

CL3120 Outside Lever Removal

1. Remove 6 lobe security set screw.
2. Orient cam in outside sleeve with flat blade screwdriver to release lever catch button (page 7 step 7).
3. Depress lever catch and remove lever.

For installation assistance contact Corbin Russwin

1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights

reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY 9
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IC Cylinder and Levers - Installation [ Removal

Corbin Russwin Interchangeable Cores (C6, CL6, CT6, CTP, C7, CL7, CT7) .,
Small Format Interchangeable Cores SFIC (M08). Schlage LFIC (M69). ASSA ABLOY ACCENTRA " LFIC (YRC, YRC7)

- Remove IC Core

1. Insert control key and turn counter clockwise until stop is

reached.
2. With key in this position, pull out core.
3. Remove key.

- Remove IC Core Lever

1. Remove control cylinder (as above).
2. Remove 6 lobe security set screw.

3. Use aflat blade screwdriver to rotate cam within lever sleeve
45°clockwise to align lever catch slot with lever catch button.

(See cam orientation page 7 step 7).
4. Depress catch and remove lever.

- Install IC Core Lever

1. Assemble lever onto sleeve.

Note:
If IC core is available, insert it into the lever first (see 13D).

Press catch

Press catch

2. Use aflat blade screwdriver (or, with the IC core in the lever,
use the key and turn to engage the tailpiece andslot) to

4 v

OR

rotate cam within lever sleeve 45° clockwise toalign wide g ®

slot with lever retainer catch.
3. Push lever until catch engages. Check engagement.
4. Secure with 6 lobe security set screw.

For installation assistance contact Corbin Russwin

1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY
Access and Egress Hardware Group, Inc. is prohibited.
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- Insert IC Core
1

1. Insert 6- or 7 -pin tailpiece, with appropriate spacer disk, into
the two (2) holes on the back of the cylinder core. (See spacer
type below).

2. Insert control key and turn counter clockwise.

3. Slide core into lever. If core will not fully insert, the cam
mayneed adjustment for proper tailpiece - slot alignment.

4. Rotate control key clockwise to lockin lever.

5. Remove control key clockwise to lockin lever.

6. Remove control key. Hold cylinder with finger and remove key.

N

Schlage Tailpiece
Note Retaining
Ring Location

Schlage Core

spacer \ Corbin

Russwin LFIC
6or7Pin

Corbin7m’
Russwin

ASSA ABLOY'

L

Tailpiece % Tailpiece
™ 6- Pin LFIC
6- Pin SFIC Spacer
Spacer ’ \ P
: 7-Pin LFIC
7- Pin SFIC Spacer

Spacer Type

Core Type Thickness Color/Material
6-pin LFIC Pyramid 0.197 Blue/Delrin
7-pin LFIC 0.055 Steel-Zinc Plate
6-pin SFIC 0.234 Black/Delrin
Core Type 0.093 Black/Delrin
For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 « techsupport.corbinrusswin@assaabloy.com E . f
Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights Xpe rience a sarer
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY
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m Installation: CL3100 Lever Lock with High Security Lever (M111)

- Assemble Lock Body

1. Prep door and install lock bearing and latch according to door and frame preps that appear on page 3 step 1.
2. Complete assembly of lock with security lever attachment according to the following steps.

- Install Security Attachment Screw

1. Using screwdriver provided, unscrew the security attachment

screw from lever catch on the outside sleeve. Outside sleeve

Important:
Keep screw for reinstallation.

2. Install outside and inside sleeves and roses according to sleeve Lever catch

installation instruction onpage 6 step 6.
Note:

The cam in the outside sleeve must be rotated so the large slot is
horizontal. This allows the security screw to thread into the cam. See
cam orientation, page 7 step 7.

A&7 Security attachment screw

Screwdriver

3. Insert the security attachment screw into lever catch assembly and
tighten until screw head is within approximately 1/8” of lever catch.
Do not overtighten.

- Install Lever

Important:
Before installing levers read “Specific Instruction Per Function -
Before Installing Lever” on page 6.

1. Place cylinder in outside lever. Insert key and
rotate 45° clockwise.
2. With key rotated, push lever onto sleeve until

~_ ___—

hole on inside of lever is over security attach- %%
ment screw. If screw interferes with assembly, 4 6 lobe security
® wrench

check that screw is fully threaded into lever
catch.

3. Using screwdriver provided, rotate security
attachment screwcounter clockwise until flush
with surface of lever.

4. Secure lever with 6 lobe security set screw.

5. Rotate key to honrizontal and remove.

For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com .

Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights EXpe rrencea Safe r
reserved. Reproduction in whole or in part without the express written permission of ASSA ABLOY
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m Installation: CL3100 Lever Lock with High Security Lever (M111), continued

- Remove Cylinder

1. Remove security screw on outside of lever with 6 lobe wrench.

2. Insert key and rotate key 45° clockwise; keep key in this posi- %%
tion. 1

6 lobe security

3. Using screwdriver, tighten the security attachment screw
clockwise until it clears the lever.

4. Remove lever and remove key.

5. Remove cylinder from lever and install new cylinder.

Reinstall lever following steps on previous page.

m Dummy Trim Installation

- CL3350/70 Half/Full Dummy Trim C, E and K Rose

1. Align mounting plate on both sides of the door with the five (5) holes prepared in the
door.

Note:
The dimple faces the door edge.

2. Install screw from the opposite side of the door.

Note:
Mounting plate must be aligned with the clearance hole and the threaded hole.

2A. Install washer and screw from the opposite side of the door (half dummy).

3. Install four (4) surface screws (#4 flat head Phillips screws) in the mounting plate.
. Align and place the rose on both sides of the door. 5.Rosette. & )&
. 4.Rose <

4
5. Place and tighten rosette with CL3100 wrench.
3
6. Install lever. Full “,
. . Dummy »
7. Tighten 6 lobe security set screws. Trim y) s
Clearance d
Hole
REFERENCE
TEMPLATE: T31194 T
{ Np. }‘/L Threaded hole
\
. reverse of flange
4 Rose  Dimple
? 5 Rosette
' \Ky
6 7
7

For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com .
Copyright © 2016, 2019, 2024, ASSA ABLOY Access and Egress Hardware Group, Inc. All rights EXpe rrencea Safe r
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n Dummy Trim Installation, continued

- CL3350/70 Half/Full Dummy Trim D Rose

1. Align mounting plate on both sides of the door with the five (5) holes prepared in the door.

Z

ote:
The dimple faces the door edge.

2. Install screw from the opposite side of the door.
Note:
Mounting plate must be installed aligned with the clearance and threaded holes.

2A. Install washer and screw from the opposite side of the door (half dummy).
3. Install four (4) surface screws (#4 flat head Phillips screws) in the mounting plate.
4. Align and place the rose support plate on both sides of the door.

Note:
The flanges are pointing away from the door.

5. Place and tighten rosette with CL3100 wrench.
6. Install lever.
7. Tighten 6 lobe security set screws.

PLEASE REFERENCE Flange facing
TEMPLATE: T31194 outward
Flange facing
outward
Ty

For installation assistance contact Corbin Russwin FM345 06/24
1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com .
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For installation assistance contact Corbin Russwin FM345 06/24

1-800-543-3658 » techsupport.corbinrusswin@assaabloy.com .
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