
SYMBOLS

DIRECTION NUMBER OF
PERSON NEEDED

USE HANDUSE SCREW DRIVER
TO TIGHTEN
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IN YOUR PACKAGE :

ASSEMBLY INSTRUCTION

HARDWARE ( AS LISTED ABOVE )

ASSEMBLY STEP

1

+

NOTICE

X1

22

1

1

2

1

X

22

X = DRILLING MARK ON THE WALL

423

A

C

B

1 22

1

1

2

TOOLSHARDWARE

DRILLING MACHINE

(not included in package)

SCREW DRIVER

(not included in package)

A B

WALL PLUG
(not included in package)

WALL SCREW

(not included in package)

PENCIL
(not included in package)

USE PENCIL
TO MARK

RUBBER HAMMER
(Not included in package)

VIEW WITHOUT TOP PANEL

USE RUBBER
HAMMER

X = INSTALL WALL PLUG TO THE WALL VIEW WITHOUT TOP PANEL
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A. RELEASING DRAWER

B. INSTALLING ANTI-TIPPING
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C. INSTALLING DRAWER

A

B

C

PLACE THE ITEM ON THE DESIRED POSITION AGAINST A WALL

+

INSTALL ANTI-TIPPING THROUGH BACK PANEL
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