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1/4-100 ADJUSTMENT SCREWS, 
FITS 3.5mm HEX, 2 PLACES.

ADJUSTMENT PRE-TENSIONING SCREW 
FITS 3.5mm HEX, RECOMMENDED 
TORQUE .13 N-m, 2 PLACES

3.05 X .40 DEEP, HOLDS 
3.00 OPTIC, BOTH SIDES.

M4 X .25 DEEP THREADED HOLE, 4 PLACES 
EQUALLY SPACED ON A 3.50 BOLT 
CIRCLE, BOTH SIDES.

THROUGH CLEARANCE FOR M5 SOCKET 
HEAD CAP SCREW, M6 THREADED ON 
BACKSIDE, 4 PLACES.

MOUNTING 
EDGE

 .50 

 3.00 

 .50 

 3.00 

M4 SET SCREW 
FOR HOLDING 
OPTIC, 2 PLACES.

MOUNTING EDGE
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 .98 

 .98 

 1.38 

 .28 

 1.38 

M6 THREAD X .25 DEEP, 3 PLACES 
ON EACH MOUNTING EDGE

3/16 PIN CLEARANCE HOLES, 
2 PLACES, .13 DEEP

1/8 PIN CLEARANCE HOLES, 
2 PLACES, .13 DEEP
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