
Our KC600 aluminum weatherstripping features a medium-duty 
extruded aluminum carrier with notched tops for accurate and 
trouble-free installation.The gasket tops are also bevel-cut at the 
factory for better fit. The thermo plastic rubber sealing gasket has 
excellent compression set resistance and the ability to consistently 
spring back into shape, resulting in significant energy conservation. 
This weatherstripping will seal gaps up to 0.75".

AM Conservation warrants that this product is free from defects in material and workmanship for a period of 1 year 
from the date of the first purchase or the original distribution of the product under an energy conservation program, 
subject to the proper installation and/or use of the product. For full standard limited product warranty, please visit 
amconservation.com/warranties.

KC600 ALUMINUM
WEATHERSTRIPPING

KC600-B, KC600W-84,
KC600-G, KC600G-84, KC600G-96

OVERVIEW

DIMENSIONS

1-Year Limited Warranty

PRODUCT PACKAGING

SPECIFICATIONS

MODEL # COLOR

KC600-B Brown
KC600W-84 White

KC600-G Gray
KC600G-84 Gray
KC600G-96 Gray

MODEL # L (SIDES) L (TOP)

KC600-B 84" 36"
KC600W-84 84" 36"

KC600-G 80" 36"
KC600G-84 84" 36"
KC600G-96 96" 36"

MODEL # L W H CASE QTY GROSS WT

KC600-B 86" 9" 4.5" 25 47.15 lbs.
KC600W-84 86" 8.5" 4.25" 25 42 lbs.

KC600-G 86" 9" 4.5" 25 47.15 lbs.
KC600G-84 86" 9" 4.5" 25 47.15 lbs.
KC600G-96 98" 8.5" 4.5" 25 47.8 lbs.
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For warranty claims, please contact: 
customercare@amconservation.com

To learn more, please visit: 
www.amconservation.com


