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Total Solids: 19% 

Relative Density: 1.11 

Average pH: 5.6-6.6 

Color: Clear pale white 

Dries: Clear 

Smell: Light lemon scent 

Bacterial: Good resistance 

Fungus: Good resistance 

Volatility/VOC: None / 0lb/G1 

Toxic: Non-toxic LD50>5000 Class V 

Bio-degradable Yes 

Boiling Point: >110°C 

Evaporation Point:  As water 

Solubility in water: Miscible in all proportions 

Dries: Non-odorous 

Viscosity: Non-viscose 

Flammability: None 

Flash Point: None 

Shelf Life: Unlimited in a sealed container 

State at room temperature: Liquid 

Corrosive Non-corrosive on un-plated mild steel 

Linear shrinkage: None 

Flamecheck™ M-111PA is a fire-retardant paint additive for latex/acrylic paint.  Flamecheck™ 
M-111PA is a water-based fire-retardant additive that is non-toxic, non-corrosive, non-
allergenic, and environmentally friendly.  
Flamecheck™ M-111PA passed ASTM E-84 test with “Class A”; ZERO flame spread and Zero 
smoke over nonflammable substrate.  Treat flammable substrates (if porous) with Flamecheck 
M-111 and allow to dry before painting for added protection. 
Application: Mix 8 oz to 1 US gallon of latex paint.  Mix thoroughly.  Airless spray gun is 
recommended.  Smaller applications may use a high-quality paintbrush or paint roller.  Follow 
standard paint precautions, such as adequate ventilation, keep away from face and eyes.  Wear 
safety gear. 
Surface Preparation: Be sure the substrate is a paintable surface; clean, free of dust and grease.  
Dry Time:  Same as paint.   
Coverage:  Treated paint covers 350-400 sq. ft. per coat per gallon.  Apply 2 coats or 2 mils 
thickness.   
 
 
 
 
 

Flamecheck M-111PA  
 

➢ Non-toxic 

➢ Non-allergenic 

➢ Easy to use 

➢ Does not change 

the paint color or 

sheen 

➢ Safe to use 

around children 

➢ Made in the USA 

✓ Studios 

✓ Households 

✓ Commercial 

✓ Military 

✓ Schools 

✓ Daycare 
 

USES: 

Flamecheck™ M-111PA 

meets or exceeds a “Class 

A” finish when properly 

applied for this test 

standard: 

✓ ASTM E-84 
o ZERO Smoke 

o ZERO Flame 

Spread 

CERTIFICATES 


